DATI TECNICI/TECHNICAL DATA SU94-07E SU94-09E SU94-11E SU94-13E
Larghezza utile saldatura/Useful welding width mm. 700 900 1100 1300
Lunghezza min. sacchi/Min. bag length mm. 100 100 100 100
Lunghezza max. sacchi/Max. bag length mm. 1200 1200 1200 1200
Velocita meccanica/Mechanical speed  colpi-strokes/min. 250 250 250 200
Velocita max. film/Film max. speed m/min. 120 120 120 120
Potenza assorbita/Assorbed power Kw 10 11 12 14
Consumo aria/Air consumption [/min. 50 50 50 50
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Saldatrici automatiche
Automatic bag making machines



La saldatrice automatica universale SU94E e stata realizzata per soddisfare le piu
svariate esigenze di mercato quali sacchi o borse partendo da film tubolare o da foglia.

Vista la tipologia della macchina e il mercato in cui si colloca, nel progetto si &
tenuta in massima considerazione la versatilita e I'adattabilita al prodotto.

Il mercato spesso richiede alta qualita con piccole quantita, costringendo
I'utilizzatore a frequenti cambi sulla macchina; per questo motivo la macchina é stata
costruita in modo che i differenti accessori siano di facile installazione, non richiedano
personale specializzato e soprattutto che il solo operatore sia in grado di eseguire tutta
I'operazione.

Un sistema elettronico evoluto fa si che tutte le fasi di lavorazione e
programmazione della macchina siano supervisionate da un PC che ne diagnostichi la
conformita e I'esattezza, aiutando I'operatore con grafiche chiare e di facile intuizione.

Inoltre, una temporizzazione programmata della saldatura, abbinata ad un sistema
di avanzamento film ad intermittenza, permette anche la lavorazione di sacchi ad alto
spessore.

Gruppo tipo RMS per rinforzo maniglia saldato @ doppio portabobina con frenatura elettromagnetica delle bobine e centratori manuali
Unit type RMS for welded handle reinforcement . . . . .
e saldatrice automatica con doppio tappeto di raccolta e gruppo di saldatura
e tappeto trasportatore sacchi automatico

e barre saldanti con differenti profili: saldatura doppia, semplice, heavy duty, filo
laterale, filo rinforzato e, a richiesta, profili speciali

o fustelle di diverse forme: foro rotondo, fustella banana, fustella triangolare o europea
¢ saldatori longitudinali ad aria calda o a piattina

e gruppi per |'applicazione o I'inserimento di: rinforzo maniglia saldato, soft handle,
maniglia rigida, ganci, corde, minicerniere, cross handle

L e gruppi di taglio: centrale, laterale, multipli,

L g ; rifilo con aspirazione
i
¢

® gruppi vari: monopiegatori, risvolto semplice o
a doppio, soffietti di fondo o laterali,
& ‘ pretagliatori, convogliatore film, spalmatura

| J-E- colla e applicazione banda protettiva
_

e tavoli di raccolta: automatici e ammazzettatori

|

h .---"-.

Gruppo tipo DMS per maniglie flexi-loop
Unit type DMS for flexi-loop handles

The SU94E automatic welding machine has been projected to meet the
most varied market needs such as sacks or bags starting from tubular or
sheet film.

Because of the typology of the machine and the market where it finds place,
Elba held in great consideration the versatility and the fitness to the product.

The market often requires high quality products but in minimum quantities,
obliging in this way the operator to provide for frequent changes on the
machines; for this reason the machine has been manufactured so that the
different accessories are of easy installation and do not require specialized
personnel but most of all one operator only is able to carry out the whole
operation.

An advanced electronic system allows all the processing and programming
phases of the machine to be supervised by a personal computer which verifies
their conformity and exactness with the help of clear graphics of easy
comprehension.

Furthermore, a programmed timing of the weld, combined with an
intermittent film indexing system, allows the production of high thickness
bags.

¢ double roll unwind with electromagnetic braking of the roll and manual edge
guides

¢ electronic welding machine with double conveyor belts and welding unit
¢ automatic collecting table for sacks

¢ welding bars with different profiles: double or simple welding, heavy duty
bags, side welding, side reinforced welding and, upon request, special profiles

e every type and shape of punching blades: round hole, banana grip handle,
triangular or european punch

¢ |ongitudinal welding with hot air or wire welding

e units to fit welded handles reinforcement, soft handles, rigid handles, hooks,
ropes, minizip or cross handles

e cutting devices: central cut, side cut, multiple cut, trimming with suction

e other devices such as: monofolding triangles, simple and double film reverse,
bottom and side gussets, precut, film conveyor, glue spreading unit and
protective strip

¢ automatic collecting tables and Tear-Off devices

Svolgitore automatico compatto tipo PBW3
con doppio monopiegatore

Automatic compact unwind stand type PBW3
with double monofolding unit

Gruppo saldatura continua ad aria calda
Continuous hot air welding group



